
Bluebird House  

 

The plan for this Bluebird house requires 3/4" material. It can be made out of either 
hardwood, or softwood. 

 

 

  The front piece needs to be beveled 14° in 
order to accept the angel of the roof. Holes 
could be predrilled for four 1 1/2" long 
wood screws for the assembly of the front. 
The front then could be removed in order to 
clean out the bird house.  

 

  

 

 

 



 

  

  

The piece above is cut out for the back of the house, and also for mounting. The two 1/4" 
diameter holes shown are for either screws, or lag bolts in order to mount the house 
securely. 

 

 

Two side pieces are needed,  
and the 14° angel is for the slope of the roof. 



 

 

  

  

The bottom piece is notched out, 
so that it can fit into the back piece. 

  

How-To Assemble

To begin assembling this bird house fasten the front piece to the two side pieces using 
four 1 1/2" long wood screws. Next, fasten the bottom piece to the two side pieces only, 
using four 1 1/2" long wood screws, or nails. Do not fasten the bottom piece to the front 
piece, this will allow easy removal of the front piece for cleaning. 

The next step is to fasten the front, sides, and bottom assembly to the back, again using 
four 1 1/2" long screws, or nails. Fasten the side pieces to the back. Fastening the top can  



be done by using 1 1/2" screws, or nails 

 

.  

 

 

Nails could be used for fastening this bird house, except for the front piece, which needs 
to be removed for cleaning.  
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